


The CD110 purifies tap water for water fed window poles or low flow rinse
applications to achieve spot free cleaning. Simply connect garden hose and your
water fed pole to the wash cart and you are ready to clean. The large capacity
deionized bag cartridges slide easily into the filter vessel to create ultra pure water
down to 3ppm with both Cation and Anion resin. An onboard T.D.S. meter monitors
filter life and ensures ultra pure results. Spent dry filters are disposed of eliminating
the need to rent DI bottle.

Options: Nylon bristle or hog hair brush and pole adapter
1% snap lock aluminum poles (5) six foot sections
Battery powered booster pump, 12vdc, 100psi

DI Filter pack (VFD25)

The CD Spot Free Series Advantage...
*» Compact, Stainless Frame: Rustproof in the harshest of environments
e Convenient, On-demand DI Water: No more bottle leases

* Dl cartridges have a higher capacity than standard cartridges
(.5 cu. ft. cation & anion) up to 1000 gal. with 150ppm inlet water

Windows dry spot free...no need to squeegee!




SPOT FREE CART - HIGH PRESSURE

The CD20002V high roller is an engine driven spot free system
and high pressure washer in one. You now have the opportunity
to add exterior building wash down service in addition to touchless
and power brush window cleaning. The dual feed system allows
you to wash with ultra pure water or tap water when spot free is not
needed to extend filter life. An onboard T.D.S. meter monitors filter
life and ensures ultra pure results. Spent dry filters are disposed of
eliminating the need to rent DI bottle.

1200 to 2000psi, 1.5 to 1.75gpm

6.5hp electric start, gas engine

Low pressure soap injection

Includes: Wand, nozzles, and 25’ pressure hose

Options: High Reach Power Roller attachment
50’ x ¥4 high reach hose and ball valve
Stream roller awning cleaner

DI Filter Pack (VFD25)

Reach windows from ground
levelupto 35’with optional high
reach cleaning accessories

The revolutionary power roller brush
cleans windows better than a manual
brush and conserves purified water by
using only 1.7gpm.

1500psi of water pressure rotates the
brush at high speed. The scrubbing
action of hundreds of nylon bristles quickly
remove stubborn fiim in an 18" wide
cleaning path. The spinning action of the
roller continually removes dirt particles
from the brush instead of just pushing dirt
around. The impact from the powerful
spray rinses the surface better. This
results in fewer spots on the windows.
The rotary brush can be mounted on
aluminum poles to extend reach from
ground level up to 35 feet.

The high roller system saves time, water,
and labor while keeping you safely on the
ground.

DI filters and 12v U1 battery sold separately.
A backup set of filters on hand is recommended.

New Power Roller System

High pressure nozzles rotate the brush
at high speed to remove stubborn film
better than a manual pole brush.

Patent Pending







